PLEASE SEND US YOUR QUOTATIONS BY HAND OR EMAIL: msd@ksu.edu.sa OR BY FAX: 4775663, IF YOU ARE UNABLE TO QUOTE FOR ITEMS BELOW, PLEASE SEND US NO QUOTE WITH COMPANY STAMP.

TOP URGENT!!!!!

13146
16 Sep 18
ENGINEERING AFFAIRS KAUH
ENGINEERING AFFAIRS

<p>| | | |</p>
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>109561</td>
<td>EA/1</td>
</tr>
<tr>
<td>2</td>
<td>095197</td>
<td>EA/1</td>
</tr>
<tr>
<td>3</td>
<td>109562</td>
<td>EA/1</td>
</tr>
<tr>
<td>4</td>
<td>109563</td>
<td>EA/1</td>
</tr>
<tr>
<td>5</td>
<td>109564</td>
<td>EA/1</td>
</tr>
<tr>
<td>6</td>
<td>01161225</td>
<td>EA/1</td>
</tr>
</tbody>
</table>

1  GAS DETECTION DEVICE
2  GAS ANALYZER
2  THERMAL IMAGING DEVICE
2  AIR VOLUME FLOW METER
3  MULTI STIMULUS DETECTOR SYSTEM
1  VAT- VALUE ADDED TAX

NOTE: MEDICAL DEVICES MARKETING AUTHORIZATION (MDMA) CERTIFICATE FROM SFDA SHOULD BE ATTACHED WITH QUOTATION************

THANK YOU
1- DESCRIPTION FOR GAS DETECTION DEVICE

HAND SET GAS DETECTION DEVICE WITH DISPLAY, GLOWING LIGHT DETECT UP TO 7 GASES INCLUDING TOXIC, FLAMMABLE GASES VAPOURS AND OXYGEN EASY TO READ COLOUR DISPLAY WITH ZOOM FUNCTION, INDUCTIVE CHARGING, LEAK DETECTION, BENZENE SPECIFIC TESTING, BLUETOOTH, HORN, USEABLE WITH PUMP AND DIFFUSION WITH SWITCH INTERNAL PUMP ACTIVATION, WITH PUMPADAPTER, ACCESSORIES INCLUDES, INDUCTIVE CHARGER: PEDESTAL, PROTECTIVE RUBBER BOOT, ADHESIVE LABEL, SHOULDER STRAP, PRETUBE HOLDER, COMPONENT HOUSING, COLOUR DISPLAY, TEMPERATURE: -20°C TO 50°C PRESSURE = 700 TO 1300 HPA, R.HUMIDITY: 10 – 90 %, GAS ALARM, DEVICE ALARM, DATA STORAGE = 12MB THREE YEARS WARRANTY AND GUARANTEE FOR DEVICE AND POWER SUPPLY INPUT POWER = 220-240 VOLTS 50/60 HZ

QUANTITY: (3) THREE

2- DESCRIPTION FOR GAS ANALYZER

GAS ANALYZER (VERIFICATION) WITH LEAK DETECTION IN PIPED MULTIPLE GASES. (N2O, CO2, O2, CO) DATA STORAGE = 1000 READINGS SET, 270 EVENTS, 50 SITE ID’S, 300 SAMPLE POINTS ID’S, VISUAL AND AUDIBLE ALARM

LIQUID CRYSTAL DISPLAY, LONG LIFE BATTERY WITH BATTERY CHARGER, ALTERNATIVE POWER (USB CONNECTOR, DC POWER SUPPLY INPUT POWER: 220V – 240V, 50/60 HZ

THREE YEARS WARRANTY AND GUARANTEE FOR DEVICE AND POWER SUPPLY.

QUANTITY: (2) TWO
3- DESCRIPTION FOR THERMAL IMAGING DEVICE

THERMAL IMAGING DEVICE (IR CAMERA) FOR ELECTRICAL INSPECTION, HVAC INSPECTION.

MECHANICAL EQUIPMENTS BUILDING DIAGNOSTICS WIRELESS CONNECTIVITY, IR-FUSION, AUTOBLEND)

PICTURE IN PICTURE SMART VIEW, SOFTWARE, SHOOT AND MANUAL FOCUS, 3.5 INCH LCD, BUILT IN VOICE RECORDING, STREAMING VIDEO. DIAMOND TURNED GERMANIUM LENSES.

ROTATING LENS 240 DEGREE, INTERCHANGEABLE SD CARD.

THREE YEARS WARRANTY AND GUARANTEE FOR DEVICE AND POWER SUPPLY. INPUT POWER = 220-240V 50/60 HZ.

QUANTITY: (2) TWO.

4- DESCRIPTION FOR AIRFLOW METER

AIR VOLUME FLOW HOOD WITH DIGITAL DISPLAY (METER) CHECK AIR FLOW THROUGH DIFFUSER (GRILL)
60CM X 60CM BALOMETER AIR FLOW TYPE. MEASURE SUPPLY AND RETURN VOLUMETRIC FLOW RANGE 10 TO 500 CFM. 3.5 INCH DISPLAY, BASE DIAMETER = (13.3 INCHES)
POWER SUPPLY = CELL BATTERIES
THREE YEARS WARRANTY AND GUARANTEE FOR EQUIPMENT

QUANTITY: (2) TWO.
5. DESCRIPTION FOR DETECTOR TESTER

MULTI STIMULUS DETECTOR TESTER FOR GENERATION OF SMOKE, HEAT AND CO. CLEANING CYCLE OF THE DETECTOR VIA INTEGRATED VENTILATOR, MULTI-CRITERIA FIRE DETECTORS, FAST ACTIVATION OF HEAT SENSOR, UP TO 100°C, TEST ACTIVATION VIA INFRARED BARRIER, PORTABLE BATTERY DEVICE TESTER MUST BE ALL TYPES OF FIRE DETECTOR (OPTICAL SMOKE IONIZATION, CO HEAT MULTI SENSOR FIRE DETECTORS)

MULTI COLOUR LED INDICATOR POWER SUPPLY = 100V - 230 VAC OR 12 VDC.

THREE YEARS WARRANTY AND QUARANTEE FOR DEVICE

QUANTITY: (3) THREE.

NOT: NEED STAFF TRAINING FOR ALL EQUIPMENTS WITH CERTIFICATE

DIRECTOR OF ENGINEERING AFFAIRS

ENGR: MAJID AL-HARBI